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 Service Programs: 

 

An Alcatel service agreement brings your company the 
assurance of 7x24 no-excuses technical support. YouÕll also receive regular software updates to 
maintain and maximize your Alcatel productÕs features and functionality and on-site hardware 
replacement through our global network of highly qualified service delivery partners. Additionally, 
with 24-hour-a-day access to AlcatelÕs Service and Support web page, youÕll be able to view and update 
any case (open or closed) that you have reported to AlcatelÕs technical support, open a new case or 
access helpful release notes, technical bulletins, and manuals. For more information on AlcatelÕs 
Service Programs, see our web page at www.ind.alcatel.com, call us at 1-800-995-2696, or email us at 
switchexpert@ind.alcatel.com.



       
Cautions

FCC Compliance: This equipment has been tested and found to comply with the limits for Class A 
digital device pursuant to Part 15 of the FCC Rules. These limits are designed to provide reasonable 
protection against harmful interference when the equipment is operated in a commercial 
environment. This equipment generates, uses, and can radiate radio frequency energy and, if not 
installed and used in accordance with the instructions in this guide, may cause interference to radio 
communications. Operation of this equipment in a residential area is likely to cause interference, in 
which case the user will be required to correct the interference at his own expense.

The user is cautioned that changes and modifications made to the equipment without approval of the 
manufacturer could void the userÕs authority to operate this equipment. It is suggested that the user 
use only shielded and grounded cables to ensure compliance with FCC Rules.

This digital apparatus does not exceed the Class A limits for radio noise emissions from digital 
apparatus out in the radio interference regulations of the Canadian department of communications.

Le present appareil numerique nÕemet pas de bruits radioelectriques depassant les limites 
applicables aux appareils numeriques de la Class A prescrites dans le reglement sur le brouillage 
radioelectrique edicte par le ministere des communications du Canada.

Lithium Batteries Caution: There is a danger of explosion if the Lithium battery in your chassis is 
incorrectly replaced. Replace the battery only with the same or equivalent type of battery 
recommended by the manufacturer. Dispose of used batteries according to the manufacturerÕs 
instructions. The manufacturerÕs instructions are as follows:

Return the module with the Lithium battery to Alcatel. The Lithium battery will 
be replaced at AlcatelÕs factory.
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